Notice No.3 


Rules and Regulations for the 
Classification of Naval Ships, January 2017 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2017 


Amendments to Effective date Mandatory Instrument 
Volume 3, Part 2, Chapter 1, Sections 2, 4,5 & 7 1 July 2017 N/A 
Volume 3, Part 3, Chapter 5, Section 4 Corrigenda N/A 
x Lloyd's Working together 
for a safer world 


Register 


Volume 3, Part 2, Chapter 1 
Noise and Vibration Levels in Personnel Spaces 


= Section 2 
Noise 
2.1 Maximum noise levels 
2.1.1 Where the measured noise level exceeds the applied noise limit, the noise rating (NR) number is to be established in 


accordance with ISO 1999. #the NR_aumber minus 5 dBA} dees not exceed the neise_tmit the requirement is fulfilled The specified 
criterion may be considered satisfied if the NR number does not exceed the specified A-weighted value minus 5 dB(A). 


B Section 4 


Testing 
4.2 Test conditions 
(Part only shown) 


4.2.4 The test conditions required for the vibration and noise measurements are to be in accordance with the following conditions: 

(a) Propulsion machinery operating profiles are to be submitted prior to the trials and a respective service condition agreed between 
the Owner and LR. Noise and vibration measurements will be taken at this service condition and the acceptance numeral 
assigned. This service condition, or service conditions, should include as a minimum the operational modes, defined in the 
System Operational Concept document, for the propulsion systems which provide the normal ship service speed, or cruising 
speed, see Vol 2, Pt 1, Ch 3.4 System operational concept. In addition, for compliance with IMO Resolution MSC.337(91), noise 
and vibration measurements will be required at a condition where the power absorbed by the propeller(s) is not less than 85 80 
per cent of the maximum continuous rating of the propulsion machinery. At this condition, the maximum noise and vibration levels 
relating to acceptance number 2 must are not to be exceeded unless agreed by the Naval Administration. 


a Section 5 
Survey reporting 


5.2 Noise 


(Part only shown) 

5.2.1 The reporting of results is to comply with ISO 2923 and Resolution MSC.337(91) — Adoption of the Code on Noise Levels on 

Board Ships — (Adopted on 30 November 2012)The Annex below is consolidated into Resolution MSC.337(91), and is to include: 

(c) Tabulated dB(A) noise levels, together with octave band analysis for positions where the level exceeds the specified criterion. The 
NR number is also to be given where octave band analyses have been conducted. the NR-number minus 5 dBA} dees net 
exceed the noise _imit the requirement is fulfiled. The specified criterion may be considered satisfied if the NR number does not 
exceed the specified A-weighted value minus 5 dB(A). 


= Section 7 
Survey requirements 


422 gee AROS eran EN pater re aia sucine micee ORT Ualore oi are i tle ai eleay orca ee Or ae hea 
yo 3 2 in-VYol3,Pt2, Ch 42 Penodical Survey first 6 years) 42.4 


4.2.3 Ce mie iar ee ae ee PE2-CAL a erga 


7.2 Maintenance of class notation through-life 


7.2.1 Arrangements are to be agreed between LR and the Owner to record observations/complaints of excessive noise and 
vibration that have been such as to disturb the comfort of embarked personnel and crew. The records of the observations are to be 
made available to the attending LR Surveyor at each Annual Survey. 


7.2.2 | Where the observations indicate that the noise and/or vibration levels may exceed the criteria relating to the Class Notation 
requirements and those measured at the Initial Survey, a measurement programme is to be agreed between the Owner and LR and 
measurements taken in accordance with these Rules. 


e2es Notwithstanding the above, at each Renewal Survey following the Initial Survey, measurements of noise and vibration will be 
required at a minimum of 10 per cent of the locations specified for the Initial Survey. The locations are to be submitted to LR for 
agreement, prior to commencement of the Renewal Survey. 


734 ARenewal Survey is to he held at siv-yearly intervals. the first one six years from the completion of the Initial Survey The 


732 Following each Renewal Surveyanintermediate Survey is to be held between the second and third subsequent years._the 
percentage of measurements required is to be as specified in Vol 3_Pt2 Ch 4 42 Periodical Survey (first 6 years) 42.4 


Existing sub-Section 7.4 has been renumbered 7.3. 


Volume 3, Part 3, Chapter 5 
Safety of Navigation and Communication 


= Section 4 
General requirements 


4.1 The Rules 


4.1.1 |The requirements are arranged in terms of feur three fundamental objectives which all contribute to the overall performance of 
safety of navigation and communications arrangements, see Vol 3, Pt 3, Ch 5, 4.2 Safety of navigation and communications objectives. 


4.1.2 Each of these feur three objectives has a series of Rule requirements attributed to them, these Rules are arranged in a ‘top- 
down’ manner such that the objective is stated as the highest level requirement. At the next level, a goal or series of goals, are 
detailed; the goals are then developed as performance requirement; and ultimately specified guidance. 


4.1.3 In general, a system is to be compliant with theSOLAS -/nternational Convention for the Safety of Life at Sea the SOLAS - 
International Convention for the Safety of Life at Sea convention; however where this cannot be achieved, the performance criteria, 
goals and objectives are to be satisfied by assignment of a Concession or through the application of an Alternative Design Justification 
Report, see the Naval Survey Guidance. The referenced SOLAS Regulations to satisfy different goals are provided for guidance 
purposes. Alternative standards consistent with the overall SOLAS philosophy can be applied where the compliance with the objective 
can be demonstrated to an equivalent level to those in SOLAS. 
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